
Application Letter
&

Affidavit of Interest

BL Restaurant Operations, LLC(the “Applicant”) is the lessee of certain commercial
property commonly known as 51 Isham Road, also known as Blue Back Square Spaces B-b and
B-14 (the “Premises”). This letter is provided as pan of an application by the Applicantfor the
issuance of a Special Use Permit to allow for accessory outdoor dining at the Premises pursuant
to § 177-37.2 of theWest Hartford Code of Ordinances (the “Code”).

The names and addresses of any and all persons, firms, or corporations having a direct
or indirect interest in a personal or financial sense in the applicationare as follows:

1. BL Restaurant Operations, LLC, 4550 Beltway Drive, Addison, TX, per Indenture
of Lease executed by and between Applicant, s 1 ssee, d SOF-IX Blueback
Square Holdings, L.P., as landlord, dated as of

This proposal is set forth more fully in the materials filed with the application. This
letter is provided to indicate the Applicant’s consent to and participation in the filing and
processing of the Applications. The Applicant is represented by Kroll, McNamara, Evans &
Delehanty, LLP, its attorneys, and by Barker Nestor, Inc., its architects and engineers, and they
have 11111 authority to file materials and make presentations on the Applicant’s behalf.

BL RESTAURANT OPERATIONS, LLC

MZSTEWAMO

____

jrnmision Exp We: Apr20 2019 By: 1’J AAJ t
Its:

Subscribed and sworn beforawe
this__

Notary Public
My Commission Expires: gL Zo, 2.0i9





I
M

E
A

T
B

A
L

L
S

A
L

F
O

R
N

O
pr

em
iu

m
ir

re
at

ba
lls

,
m

ac
m

ar
s

sa
uc

e,
m

oz
za

re
lla

ch
ee

se
. p

ar
m

es
an

cr
os

ri
ni

r.
se

rv
ed

in
a

ca
st

ir
on

sk
ill

et

B
R

U
S

C
H

E
rF

A
P

O
M

0
0
0
R

O
le

ot
ar

D
ba

si
l.

ga
sl

ic
,

c;
ve

ce
l.

p:
rc

:e
aa

n
co

ss
in

is
w

/r
hr

im
p

B
A

V
A

R
IA

N
P

R
E

T
Z

E
L

S
T

IC
K

S
L

ou
ie

s
si

gn
at

ur
e

ap
p

w
ith

ci
nn

am
on

bu
tte

r,
qu

es
o.

ho
ne

y
m

us
ta

rd

S
P

IN
A

C
H

&
A

R
T

IC
H

O
K

E
D

IP
sp

in
ac

h,
ar

st
ch

ck
e.

pa
rm

es
an

.
ga

rl
ic

.
ho

us
e-

m
ad

e
al

tr
ed

o,
to

rt
ill

a
ch

ip
,

P
O

T
S

T
IC

R
E

R
S

pa
n-

se
at

ed
po

rk
du

m
pl

in
gs

.
ea

ec
hw

an
sa

uc
e

T
R

IO
D

IP
S

&
C

H
IP

S
sa

ls
a.

gu
ac

am
ol

e.
qu

es
o,

cr
is

py
to

rt
ill

a
ch

ip
s

IC
R

IS
P

Y
C

A
L

A
M

A
R

I
ha

nd
-b

at
te

re
d

ca
la

m
az

i.
co

ck
ta

il
sa

uc
e

T
E

M
P

U
R

A
S

H
R

IM
P

ls
ax

sd
’b

an
co

ed
sl

;c
ic

sp
w

ith
sz

ec
hw

an
.

th
ai

ch
rl

i.l
;m

r.
an

d
bu

ff
al

o
sa

uc
es

C
H

E
E

S
E

Q
U

E
S

A
D

E
L

L
A

pe
pp

er
ja

ck
,c

he
dd

ar
,

so
ur

cr
ea

m
.

pi
cn

de
ga

llo
.

gu
ac

am
ol

e
er

/c
hi

ck
en

L
O

A
D

E
D

F
R

IE
S

O
R

T
O

T
S

qu
es

o.
sp

ic
yg

ra
rd

tn
ie

ta
.

ba
co

n
gr

ee
no

ni
on

s

T
R

A
D

IT
IO

N
A

L
O

R
B

O
N

E
L

E
S

S
W

IN
G

S
bu

ff
al

o
lta

rb
rc

ue
s,

rc
hw

ao
or

es
s
fu

eo

C
H

IC
K

E
N

N
A

C
H

O
S

gr
ill

ed
ch

ic
ke

n.
qr

te
so

,
bl

ac
k

be
an

s,
fr

es
h

ja
la

pe
no

.
pi

co
de

ga
llo

, g
ua

ca
m

ol
e,

so
ur

cr
ea

m
, t

or
til

la
ch

ip
s

B
E

E
R

B
R

A
IS

E
D

M
U

S
S

E
L

S
’

m
us

se
ls

,
sp

ic
y

gs
ar

di
ni

er
a,

ga
rli

c,
lo

ca
l

m
ic

so
br

ew

H
U

M
M

U
S

.
P

E
S

T
O

H
U

M
M

U
S

&
T

Z
A

T
Z

IK
I

w
ar

m
pi

ta
bi

ea
d,

cu
cu

;n
he

rs
li

ce
s.

ca
rr

ot
st

ic
k;

T
O

R
T

IL
L

A
S

O
U

P
cu

p
or

ba
w

l

S
U

D
E

R
S

B
L

A
C

K
E

N
E

D
S

A
L

M
O

N
S

L
ID

E
R

S
bl

ac
ke

ne
d

sa
lm

on
,

ba
co

n,
fr

es
h

sp
in

ac
h.

to
m

at
o,

pe
st

o
m

ay
o,

se
w

ed
w

ar
h

fr
ie

s

B
E

E
F

B
R

IS
K

E
T

S
L

ID
E

R
S

al
ic

ed
be

d
br

is
ke

t,
pe

ac
h

m
oo

ns
hi

ne
ba

rb
ec

ue
sa

uc
e.

pi
ck

le
s,

to
pp

ed
w

:r
h

gi
rl

le
d

pe
ar

sl
aw

,s
ew

ed
w

ith
fr

ie
s

(m
us

t
be

Si
)

B
A

C
O

N
C

H
E

E
S

E
B

U
R

G
E

R
S

U
D

E
R

S
5

ap
pl

eu
co

d
sm

ok
ed

ba
co

n,
ch

ed
da

r,
pi

ck
le

a.
to

pp
ed

w
ith

fr
ie

d
on

io
n

si
n’

ng
s

C
H

IC
K

E
N

P
A

R
M

S
L

ID
E

R
S

pe
sr

o
m

ar
in

at
ed

ch
ic

ke
n

th
ig

hs
w

is
h

to
m

at
o,

sp
in

ac
h.

ac
ia

go
ch

ee
se

.
ii

i
an

od
es

,
pe

rt
o

m
ay

o,
se

rv
ed

w
ith

fr
ie

s

P
IG

&
P

E
P

P
E

R
S

L
ID

E
R

S
ha

nd
-m

ad
s

be
ef

pa
ts

y
w

ith
ap

pl
rr

w
oo

d
ha

co
n.

ja
la

pe
fl

os
.

dl
an

rr
o,

sh
ar

p
ch

ed
da

r,
m

ay
o.

le
nu

ce
.

pi
ck

le
s.

se
w

ed
w

ith
fr

ie
s

L
E

T
T

U
C

E
W

R
A

P
S

S
E

S
A

M
E

C
H

IC
K

E
N

se
ar

ed
se

w
m

e
ch

ic
ke

n,
gr

ee
n

on
io

n,
ye

llo
w

on
io

n,
re

d
pe

pp
er

.r
il

an
en

.
ca

rr
ot

.w
at

er
ch

ra
ru

’s
,

ri
ce

sz
kk

a.
gi

ng
er

so
d

so
y

sa
u
o
,s

e
n
ed

w
:r

b
ro

m
ai

ne
le

ttu
ce

cu
ps

.
sw

ee
t

th
ai

ch
ili

so
d

di
jo

n
m

us
sa

sd
sa

uc
es

G
IN

G
E

R
S

H
R

IM
P

sa
ur

ee
d

sh
ri

m
p,

gr
ee

n
on

io
n,

ye
llo

w
on

io
n,

re
d

pe
pp

er
.

ci
la

nr
ro

,
ca

rr
ot

.s
ea

te
r

ch
es

tn
ut

s,
ri

ce
st

ic
ks

,
gi

ng
er

an
d

so
y

sa
uc

e,
se

rv
ed

w
is

h
ro

m
ai

ne
le

ttu
ce

co
rp

s.
sw

ee
ti

ha
ic

hi
li

an
d

di
jo

n
m

us
sa

rd
sa

uc
es

C
H

O
C

O
L

A
T

E
C

A
K

E
Lo

ui
s’

s
ov

er
si

ze
d

cl
as

si
c

ch
oc

ol
at

e
ca

ke

4
5

T
he

pa
rr

y
st

ar
ra

he
re

.G
o

ah
ea

d.
,

or
de

r
fo

r y
ou

rs
el

f,
or

sh
ar

e
th

e
lo

ve
w

iih
fr

ie
nd

s.
5

ad
d

pa
rr

ab
el

fa
ad

d
ch

ic
ke

n
ad

d
sh

ri
m

p
ad

d
sa

lm
on

F
i.A

”r
B

R
5

T
hi

n.
ci

rs
py

an
d

da
m

n
de

lic
io

us
.

B
B

Q
R

A
N

C
H

I
M

O
N

A
C

O
SA

L
A

D
fie

ld
gr

ee
ns

co
rn

.
to

m
at

o.
ci

la
on

o.
ha

cn
n.

av
oc

ad
o.

‘(
be

ll
gr

ee
r.s

.
ap

pl
e.

re
d

g’
ap

es
. r

ed
an

d
ye

llo
w

gr
ap

e
to

ss
ifl

a
sr

rr
ps

,
fr

ie
d

on
io

n
su

in
gs

. b
ar

be
cu

e
re

nd
s

io
rr

.a
to

es
.

cu
ou

ro
be

r,
m

on
ac

o
vi

na
ig

re
ne

C
H

O
P

C
H

O
P

B
L

T
W

E
D

G
E

ir
b

er
g

le
ttu

ce
, b

ac
on

,
to

m
at

o
av

oc
ad

o,
ca

rr
ot

,
ic

eb
er

g
kn

uc
e,

ba
co

n,
to

m
at

o.
on

ic
n.

eg
g.

bI
n

rc
lr

ce
se

cr
um

bl
es

, o
ni

on
.g

at
ha

nr
o

be
an

s.
bh

:e
ce

es
e

cm
m

hk
s.

M
or

e
ch

ee
se

dr
es

si
ng

.
eg

g,
cu

cu
m

be
r.

ro
re

ul
a

am
ps

.
Iso

us
e

vi
na

ig
re

st
e

ha
s

so
‘a

rn
ai

gr
en

e

P
E

A
R

&
B

L
U

E
C

H
E

E
S

E
C

L
A

S
S

IC
C

A
E

S
A

R
fie

ld
gr

ee
ns

bl
ue

ch
ee

se
,

dr
ie

d
cr

an
be

rr
ie

s,
ro

m
ai

ne
,

pa
rm

es
an

,
cr

ou
to

ns
ca

nd
ie

d
pe

ca
ns

,b
al

sa
m

ic
gl

az
e.

ap
pl

e
ci

de
r

vi
na

ig
re

ne

Se
rv

ed
w

ith
to

ts
or

Fr
ie

s

SA
N

D
W

I C
H

E
S

E
xt

ra
s.

I
C

A
L

IF
O

R
N

IA
C

H
IC

K
E

N
C

L
U

B
1

G
R

IL
L

E
D

V
E

G
G

IE
W

R
A

P
‘

gr
ill

ed
ch

ic
ke

n
bc

ea
sl

, b
ac

on
, a

vo
ca

do
.

le
ttu

ce
,

ro
m

ae
u.

).
ca

nn
ed

ca
rr

oo
r,

re
d

pe
pp

er
, b

ro
cc

ol
i,

fr
es

h
sp

in
ac

h,
pe

pp
er

ja
ck

.s
m

ok
ed

on
io

n
ra

nc
h,

m
ul

ri
’g

ra
in

br
ea

d
j

av
oc

ad
o,

qu
es

o
fr

es
co

,h
um

m
us

. p
es

lo
m

ay
o

R
E

Q
P

U
L

L
E

D
P

O
R

K
IT

H
E

V
O

O
D

O
O

sm
ok

ed
pu

lle
d

po
rk

,b
ar

be
cu

e
sa

aa
ce

, c
he

dd
ar

.
.

W
ac

kc
re

dc
hi

&
en

br
ea

st
,

pc
pp

er
ja

ck
.a

od
m

il
le

sa
us

ag
e.

fr
ed

cn
’o

n
sa

ri
ng

s.
br

io
ch

e
fr

an
sa

ut
ee

d
pe

pp
er

s,
le

ttu
ce

, t
om

at
o,

pi
ck

lc
,

m
ay

o,
br

io
ch

e
bu

n

B
U

T
C

R
IS

P
Y

C
H

IC
K

E
N

M
E

L
T

ap
pl

ew
oo

d
sm

ok
ed

ba
co

n.
le

nu
ce

, t
ur

ke
y,

to
m

as
o,

fr
ie

d
ch

ir
’,e

o,
le

n-
ac

e,
ic

m
at

o,
ch

ed
da

r,
ch

ed
da

r,
m

ay
a,

m
ul

ti-
gr

ai
n

br
ea

d
sw

ee
tc

hi
li

m
ay

o,
br

io
ch

e
bu

n

S
E

S
A

M
E

T
U

N
A

’
L

U
IG

I’
se

sa
m

e
en

cr
us

te
d

ah
i

tu
na

st
ea

k,
ro

m
ai

ne
,

sh
av

ed
si

rl
oi

n,
le

ttu
ce

,
to

m
at

o,
on

io
s.

m
ay

o.
to

m
at

o,
av

oc
ad

o,
gi

ng
er

m
ay

o,
br

io
ch

e
bu

n
ol

iv
e

oi
l,

ho
ag

ie
ro

ll
er

/c
he

dd
ar

P
II

A
’!

E
S

W
el

l’e
ca

ve
le

d
ho

us
e

fa
vo

ri
te

s.
G

ra
b

a
se

at
an

d
bu

ck
le

up

D
R

U
N

K
E

N
F

IS
H

&
C

H
IP

S
B

A
K

E
D

M
A

C
&

C
H

E
E

S
E

be
ee

.b
ar

ne
rs

d
fis

h,
ta

rt
ar

sa
uc

e,
fr

ie
s

cu
rs

or
s

fo
ur

ch
ee

se
bi

sr
,d

. m
ac

ar
on

i,b
ak

ed
go

ld
en

w
/b

ro
cc

dr
, b

ac
on

or
ja

ls
pc

nn
V

O
O

D
O

O
C

H
IC

K
E

N
w

/g
ri

lle
d

or
fr

ie
d

ch
ic

ke
n

bl
ac

ke
ne

d
ch

tr
’c

en
,

ar
do

ui
ll

e
sa

us
ag

e,
be

ll
pe

pp
er

.
w

/s
hr

im
p

vo
od

oo
sa

uc
e

ri
ce

gl
ad

T
U

S
C

A
N

C
H

IC
K

E
N

P
A

S
T

A
S

T
R

E
E

T
T

A
C

O
S

nW
’w

tb
.r

zs
vm

gr
ill

ed
ch

ic
ke

n.
ar

ei
ci

so
ke

, c
av

at
ep

pi
,

fr
es

h
sp

in
ac

h,
th

re
e’

ch
ee

se
bl

en
d,

ba
si

l,
to

m
at

o
m

us
hr

oo
m

s,
al

fr
ed

o
sa

uc
e

C
H

IC
K

E
N

S
E

S
A

M
E

E
N

C
R

U
S

T
E

D
A

H
I

T
U

N
A

C
rh

ip
or

ie
pu

lle
d

ch
ic

ke
n,

ja
la

pe
no

,
to

m
at

o,
le

ttu
ce

,
se

ar
ed

cl
ii

tu
na

st
ea

k,
sz

rc
hw

an
sa

uc
e,

cs
la

ns
ro

,
ps

co
de

ga
llo

,s
al

sa
ve

rd
e,

gu
ac

am
ol

e.
se

rv
ed

w
ith

bl
ac

k

sa
ut

ée
d

ve
ge

rr
.h

le
s,

ri
ce

pi
la

f
be

an
s

an
d

ri
ce

pi
la

f

I
C

R
U

S
T

E
D

L
E

M
O

N
C

H
IC

K
E

N
1

B
L

A
C

K
E

N
E

D
fl

S
H

le
:n

un
:p

am
oe

sa
n

br
ea

de
d

rh
:c

kr
n

&
fr

cd
os

au
ce

,
)‘

bl
ac

ke
ne

d
E

sh
,a

vn
ca

do
.q

ue
so

fr
es

co
.

le
nu

ce
,o

ni
on

,

ri
ce

pr
ta

a.
ca

rs
or

, r
ed

pe
pp

er
,

b:
or

co
u

J
pe

pp
er

.
pi

ca
de

ga
fl

o.
sa

ls
a

ve
rd

e,
gu

ac
am

ol
e.

se
rv

ed
w

ith
bl

ac
k

be
an

s
an

d
ri

ce
pi

la
f

V
E

R
D

E
P

O
R

K
ha

nd
’p

ul
ls

d
ba

rb
ec

ue
, s

al
sa

ve
rd

e
po

rk
, l

en
uc

e.
qu

es
o

fr
es

co
.

av
oc

ad
o,

pi
ca

de
ga

Ilo
,r

al
sa

ve
rd

e,
gu

ac
am

ol
e.

se
rv

ed
w

ith
bb

ck
be

an
s

an
d

nr
c

pi
la

l

D
E

S
S

E
R

T
S

R
O

A
S

T
E

D
V

E
G

E
T

A
B

L
E

F
L

A
T

B
R

E
A

D
I

B
U

F
F

A
L

O
C

H
IC

K
E

N
F

L
A

T
B

R
E

A
D

fr
es

h
sp

in
ac

h
&

ar
to

ch
ok

e
sa

uc
e,

to
m

at
o,

m
uo

l,r
oo

m
a,

‘
gr

ill
ed

ch
ic

ke
n.

gr
ee

n
on

io
n.

bl
ue

ch
ee

se
cr

um
bl

es
,

ba
si

L
ba

ls
am

ic
on

io
ns

,
pr

ov
ol

on
e.

m
oz

za
re

lla
bn

ff
al

o
sa

uc
e.

sm
ok

ed
on

io
n

ra
nc

h,
pr

ov
ol

on
e,

m
oz

za
re

lla

V
E

R
D

E
C

H
IC

K
E

N
F

L
A

T
B

R
E

A
D

T
H

A
I

C
H

IC
K

E
N

F
L

A
T

R
E

A
D

gr
ri

le
:f

ci
:r

ci
eo

ho
us

e.
m

ad
e

sa
ls

a
ve

rd
e.

re
d

on
io

n
sn

ic
y

th
ai

ch
ic

ke
n,

rt
to

:z
as

cl
la

an
d

pr
ov

ol
on

e
ch

ee
se

bl
en

d,
ja

ia
pe

no
, q

ue
so

fr
es

co
, f

re
sh

cr
la

nr
ro

sc
ai

hi
c,

ts
, r

ed
pe

pp
er

.
ja

ls
pe

G
os

, h
ou

se
-m

ad
e

th
ai

pe
an

ut
sa

uc
e

B
II

R
G

E
R

5
Sa

w
ed

w
ith

io
ta

or
fl

ie
s

Su
bs

tre
ul

e
an

7
of

ou
r

ex
tr

as
.

lo
ad

ed
to

ts
or

Fr
ie

s.
fl

y
on

e
as

a
ch

tc
ke

n
br

ea
st

,t
ur

ke
y

bu
rg

cr
or

po
rs

ab
c.

lla

B
A

C
K

Y
A

R
D

B
B

Q
’

C
H

IC
A

G
O

S
T

O
C

K
Y

A
R

D
ch

ed
da

r,
ha

th
ec

ue
sa

uc
e,

ba
co

n,
fr

ie
d

on
io

n
rt

rr
ng

s
pe

pp
er

co
rn

, p
ar

m
es

an
-b

lu
e

ch
ee

se
,

m
us

hr
oo

m
s.

ro
m

ai
ne

,
on

io
n.

to
m

at
o,

w
cr

ce
rs

er
sh

ir
e

ta
uc

e

I
L

O
U

IE
‘I

‘

gr
ill

ed
on

io
n,

pr
ov

ol
on

e,
sp

ic
y

gi
ar

di
ni

er
a

P
O

R
T

A
B

E
L

L
A

’
.1

gr
ill

ed
po

cr
ab

el
la

.
çu

es
o

fr
es

co
, f

re
sh

sp
in

ac
h,

S
O

U
T

H
W

E
S

T
5

to
m

at
o,

on
’ro

rn
to

as
te

d
re

d
pe

pp
er

,
pe

sr
n

m
ay

o
pe

pp
er

ja
ck

.
fr

es
h

ja
la

pe
no

, g
ua

ca
m

ol
e

F
R

IE
D

L
O

U
IE

’
B

L
U

E
L

O
U

IE
’

ba
co

n,
ch

ed
da

r,
fr

ie
d

eg
g

bl
ue

ch
ee

se
,

ba
co

n,
fo

es
h

sp
io

ac
h,

bu
ff

al
o

sa
uc

e
H

A
M

B
U

R
G

E
R

5
PH

IL
L

Y
C

er
/c

he
es

e
m

us
hr

oo
m

s,
on

io
n,

pr
ov

cl
on

e

E
)C

T
R

A
S

H
O

U
S

E
S

A
L

A
D

M
A

C
&

C
H

E
E

S
E

B
R

O
C

C
O

L
I

B
L

A
C

K
B

E
A

N
S

&
R

IC
E

K
E

Y
L

IM
E

S
H

IN
E

R
K

ey
L

in
e

jib
e

yo
u’

ve
ne

ve
r

ha
d

be
Fo

re
, l

ay
er

ed
w

ith
se

ea
w

be
m

es
an

d
ca

ke
,s

er
ve

d
in

a
m

oo
ns

hi
ne

ja
r

‘I
se

rm
ar

ec
on

ke
d

to
os

de
s,

C
on

su
m

in
g

ra
w

or
un

de
rc

oo
ke

d
m

ea
ts

,
po

ul
tr

y,
se

af
oo

d,
sh

el
lf

is
h,

or
eg

gs
m

ay
in

cr
ea

se
yo

ur
ai

sk

of
fo

od
bo

m
e

ill
ne

ss
,

es
pe

da
il

y
if

yo
u

ha
ve

ce
rt

ai
n

m
ed

ic
al

co
ns

ild
on

s.
Pr

od
uc

ts
on

ra
in

ir
,g

us
e

nu
ts

an
d

pe
an

ut
s

a
rc

st
or

ed

in
da

is
ki

tc
he

n
an

d
m

ay
ha

ve
co

m
e

to
c
o

n
ta

c
t

w
ith

ot
he

r
fo

od
ite

m
s,

B
ef

or
e

pl
ac

in
gy

os
ar

or
de

r,
pl

ea
se

in
fo

rm
yo

ur
se

w
er

if
a

pe
rs

on
in

yo
ur

pa
st

y
ha

s
a

fo
od

al
le

rg
y.

©
zo

rg
B

L
E

es
ra

ua
sn

t
O

ps
rs

do
ns

.
a
c
t

M
I

rig
ht

s
re

se
rv

ed





PRO Series
Outdoor Patio Heater

INFRARED BURNER
Model # LIP-1OA-TGG-LPG-BU

Item # 61159/ 61436

I ADANGER I
FOR VOURSAFEW:
if you smell gas:
1. Shut oil gas to the appliance.
2. Efllnguhh any open flame.
3. Ifodor continues. keepawayfrom the applianceand
immediately call yourgas supplier or fire department.

&DANGER
DANGEftindicates an imminently hazardots situation

ADANGER
Failure to comply with the precautions and tn.Iruclions
provIded syttli this heater Can result in dealt, ne,ious
bodily injury and property toss or damage iron h,twds
of flee, esplosion, burn. asphystation, and/or carbon
monosidepoisontng.Oniy perst.,.wbocanundr,stand
and Idiot,, the Instruction. ghouiduse or se,vi:e this
titanic.

aWARNING
Do not store or use gasolineor other flammauevapors
and liquids in thevicinity ofihis or any other appiance.
An LP’cylinder not connected for useshailnot be stored
in thevicinity oF this orany other appliance.

ATTACH YOUR RECEIPT HERE

Serial Number Purchase Date

_______

Questions, problems, missing parts? Before returning to your
retailer, call our customer service hotline at 1-866-985-7877,
9 am. — 6 p.m., EST, Monday — Friday or email at
cseMce@welltraveled.net.

which, if not avoided, syill resuit In death or serious
injury.

a AWARN INC
improper installation, adjustment, alteration, seMce or
maintenance can cause propertydamage, injuiyor
death. Read the instatation. operation and
maintenance instructions thoroughly before instaIllng
or servicing this equipment.

WARNING
FOR OUTDOOR USE ONLY!

©
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BEFORE YOU BEGIN

Please read and understand this entire manual before attempting to assemble, operate or Install this appliance.
If you have any questions regarding the product, please call customer service 1-866-985-7877, 9 a.m. —

6 p.m., EST, Monday — Friday.

This manual contains important information about the assembly, operation and maintenance of this patio
heater. General safety Information Is presented in the first few pages and is also located throughout this manual.
Keep this manual for future reference and to educate new users of this appliance. This manual should be read
in conjunction with the labeling on the appliance. Safety precautions are essential when any mechanical or
propane fueled equipment is involved. These precautions are necessary when using, storing, and servicing.
Using this appliance with the respect and caution demanded will reduce the possibilities of personal Injury or
property damage. The following symbols shown below are used extensively throughout this manual. Always
heed these precautions, as they are essential when using any mechanical or propane fueled equipment.
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SAFETY INFORMATION

&DANGER
EXPLOSION — FIRE HAZARD

* Keep solid combustibles, suchas building materials,
paper, or cardboard a safe distance away from the
heater as recommended by the Instructions.
• Provide adequate clearances around air openings into
the combustion chamber.
• Never use the heaterin spaces which door may
contain volatile or airborne combustibles, or products
such as gasoline, solvents, paint thinner, dust particles
or unknown chemicals.
* During operation, this appliance can boa source of
ignition. Keep heater area deer and free from
combustible materials, gasoflne, paintthinner, cleaning
solvents and other flammable vapors and liquids. Do
not use heater In areas with high dust content
Minimum heater clearances from combustible
materials: three (3) feet or36 inches from top and two
(2) feet or24 inches from sides,

&DANGER
CARBON MONOXIDE HAZARD
This heater isa combustion appilance.Ali combustion

appliances produce carbon monoxide 1W) duringthe
combustion process.This product is designed to
produce extremely minute, non-hazardou, amounts of
CO if used and maintained in accordance with all
warnings and Instructions. Do not biorkthe airflow into
or out of the heater.

carbon Monoxide (CO)polsonlngproducesflu1ike
symptoms, wateryeyes, headaches, dizziness, fatigue
and possibly death. You can’t see andyou can’t smell It.
it Is an Invisible killer, If these symptoms are present
duringoperatlonofthis produaget fresh air
lmmedlatelyi
• For outdoor use only.

Neveruse inside houseorother unventiiated or
enciosed areas.
• This heater consumes air (o’gen). Do not use In
unventilated or enclosed areas to avoid endangering
your life.

AWARNING
WARNiNG indicates an imminently hazardous situation
which, if not avoided, will result in death or serious
injury.

ADANGER
* EXPLOSION—FiRE HAZARD
• Never store propane near high heat, open flames,
pilot lights, dIrect sunflght, other ignlUon sources or
where temperatures exceed 120 degrees F (49 degrees
C).

Propane vapors are heavier than air and can
accumulate in iow places, if you smell gas, leave the
area immediately.
• Never install or remove propane cylinder while heater
is lighted, near flame, pilot lights, or other ignition
sources orwhiie heater is hot to the touch.
* This heater Is red hot during use and can ignite
flammables too close to the burner. Keep flammables
at least 3 feet (36 inches) from top and 2 feet (24
lnches)from sides. Keep gasoline and otherfiammable
liquids and vapors well away from heater.
• Store the propane cylinder outdoors In a well
ventilated space out of the reach of children. Never
store the propane cylinder in an enclosed area (house,
garage, etc.). If heater Is to be stored indoors,
disconnect the propane cyiinder for outdoor storage.

èSIAIA R N I N 6: FOR OUT000R USE ONLY

CARBON MONOXIDE HAZARD
This appliance can produce carbon monoxide which has
no odor. Using It In an enclosed space can kill you.
Never use this appliance in an enclosed space such as a
camper, tent or home.

AWARNING
We cannot foresee every use which may be made of
our heaters.
Check with yourlocal fire safety authority if you have
questions about heater use.
Other standards govem the use of fuel gasses and heat
producing product forspedficuses.Your local
authorities can advise you about these.
If no local codes exist, follow National Fuel Gas Code,
ANSI 1123.1. in Canada, lnstaUatbn msztconformto
local codes, if no local codes exist, foliowthe current
National standards of CANADA CAN/CGA’B 1492

3



aCAUTION I
CAUTION indicates an Imminently hazardous situation
which, if not avoided, may result in minor or moderate
personal Injury, orpropertydamage.

SAFETY INFORMATION

AWARNING
California Proposition 65
Combustion by-products produced when using this
product contain chemicals kno’.vn to the State of
California to cause cancer, birth defects, and other
reproductive harm.

AWARNING
BURN HAZARD

Never leave heater unattended when hot or in use.
Keep out of reach of children.

ZWARNING
* This product is fueled by propane gas. Propane gas is
invisible, odorless, and flammable. An odorant is
normally added to help detect leaks and can be
described as having a “rotten egg” smeii.The odorant
can fade overtime so leaking gas is not always
detectable by smell alone.

Propane gas is heavier than air and leaking propane
will sink to the lowest level possible. it can ignite by
ignition sources including matches, lighters, sparks or
open flames of any kind many feet away from the
original leak. Use only propane gas set up for vapor
withdrawal.
* Store or use propane gas In compliance with local
ordinances and codes orwith ANSI/NFPA 58Turn off
propanewhen not in use.AWARNING

Certain materials or Items, when stored under the
heater, will be subject to radiant heat and could be
seriously damaged.

ACAUTION
SERVICE SAFE1V

• Keep all connections and fittings dean. Make sure
propane cyiinder valve outiet is dean.
‘During set up, check all connections and fittings for
leaks using soapy vater. Never use a flame to check for
leaks.
• Use as a heating appliance oniy. Never alter In any
way to use with any device.

ZWARNING
* Alert children and edults to the hazards oihigh
surfacetemperatures. Stayaway from these surfaces to
avoid burning skIn or igniting clothing.

carefully supervise yoirg chii&en when in the
vicinity of the heater.
• Do not hang dothing or any otherfiammabie
materials from the heater, or placenear theheater.
* Replaceany guard or protective device removed for
servicing the appliance prior to placing back In service.
• installation and repair should be done by a qualified
service person.The heatershould be inspected before
use and annually by a qualified service person. More
frequent cleaning may be required as necessary. it is
imperative that the control compartment, burners, and
circulating air passagewayof the appiiance be kept
clean.
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PACKAGE CONTENTS

ITEM 61159 (One piece reflector)

PART DESCRIPTION QTY

A Reflector Panel 1 packed n 1
carton

B Head Assembly 1 (packed in 1
inner_ctn)

C Tank Housing 1

1 (attached to
D Gas Hose Head

Assembly)
1 (packed with

E Regulator Head
Assembly)

F Post 1

C LPGTankStrap 1

H Post Supports 3 (packed in 1
inner_ctn)

I Weighted Base 1

2 (packed with
3 Wheels Head

Assembly)

Bolt
M8x16
Qty.3

pr..n.mbl.d In bi..

y

HARDWARE CONTENTS

I
BB

&

cc’
Bolt
M6x35
Qty. 6

Bolt
M6z16
Qty. 6

prr.,,.mbl.d In ba..

DD Nut
1$
Qty.6

EE Wing Nut
KB
Qty. 3

FF Dolt
M6x12 GG HF-iWasher Washer
Lock washer 118 116
MB Qty. 3 Qty. 12
at7. 4
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PACKAGE CONTENTS

ITEM 61436 (5 piece reflector)

PART DESCRIPTION QTY
4 pcs panel and

A
Reflector Panel and 1 pc center cap

Center Cap (packed in 2
inner ctns)

1 (packed in 1
B Head Assembly inner ctn)

C Tank Housing 1

1 (attached to
D Gas Hose Head

Assembly)
1 (packed with

E Regulator Head
Assembly)

F Post 1

C LPcTankStrap 1

3 (packed in 1
H Post Supports inner ctn)

I Weighted Base 1

2 (packed with
J Wheels Head

, Assembly)

HARDWARE CONTENTS

I

‘C

AN
Bolt
M8x16
Qty. 3

pr..utmbi.d In bne

EE Wing Nut
MB
Qty.3

ICC’
BB

Bolt
M6x16
Qty.6 Bolt

pr.-zn.mbl.d In ba. M6x35
Qty. B

0
FF Bolt

M6x12 Vasher
Lock ashor MB
M6 Qty.3
Qty.4

DD

NH

Nut

Qty. 5

Washer
MS
Qty. 12
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ASSEMBLY

PREPARATION
Before beginning assembly of this appliance, make sure all parts are present. Compare all parts with package
contents list and hardware contents as listed on pages 5 and 6 of this manual. If any part is missing or damaged,
do not attempt to assemble this product. Contact customer service for replacement parts.

ESTIMATED ASSEMBLY TIME: 60 minutes

Tools Required for Assembly (NOT included):
Phillips screwdriver w/medium bfade
Leak Test Solution
Adjustable wrench (2) (Note: 10mm wrench or socket should fit N6 bolt; 13mm wrench or socket should fit MS
bolt.)
NOTE: This heater has an Electronic Ignition and will require installation of 1 — AAA battery. The battery should
be installed by unscrewing the RED IGNITER BUTTON.

1. Attach Wheels (J) to Base (I). Align holes in Wheel bracket with
corresponding holes In Base, and insert 3 M6x16 (88) bolts through holes
and finger tighten. Repeat with second wheel. Tighten with wrench once
both wheels have been attached.

Hardware Used: 6 x 58, Bolt M6x16

Mr
Li

r
BE

7



2. Attach the Post Supports (H) to the Base (I). Align the holes in the
bottom of each Post Support with the hole on the Base.
Insert 1 M8x16 (AA) bolt through the hole In the support and Into the
Base and hand tighten. Repeat with the other 2 Post Supports and
then tighten all bolts with a wrench.

Hardware Used: 3 x AA, Bolt M8x16

•1

3. Attach the Post (F) to the Post Supports (H). Once you
have tightened the bolts holding the Post Supports (H) to the Base (I),
align the holes in the Post (F) with the holes on the tops
of the Post Supports (H) and insert a M6x35 (CC) bolt through a M6 (HH)
washer and then through the hole In the Post Support. Affix another
M6 (HH) washer onto the bottom of the M6x35 (CC) bolt and secure with a
MG (DID) nut. Repeat this in the 5 remaining holes (6 holes total—2 for
each Post Support piece). Hand tighten initially then tighten with a
wrench when all bolts have been inserted.

Hardware Used: S x CC, Bolt M6x35
12 x HH, Washer MS
6 x DD, Nut M6

ASSEMBLY I

U
F
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ASSEMBLY

4. Place Tank Housing (C) onto Base (I). Slide Tank Housing (C) over
the Post and down over the Post Supports.
Rest Tank Housing an Base,

5. Attach Head Assembly (B) to Post (F).
Note: There is a small piece of protective foam located in the
neck of the Head Assembly that MUST be removed prior to
attaching Head Assembly to the Upper Post.
Route Gas Hose (D) down into Post and align 4 small holes on
Head Assembly with 4 Small holes in Post (F).
[HINT: Control knob should be above decal on post.]
Insert 4 M6x12 (EE) bolts through 4 [.16 lock washers into holes
and tighten.

Hardware Used: 4 x EE, Bolt M6x12 and Lock Washer M6

ft
hfl

6-1. FOR ITEM 61436
Assemble Reflector Panels (A) with Reflector Center Cap. Reflector
Panels (A) come packaged in two brown boxes with two panels in each
box. Hardware for assembly is already affixed to each panel. Place two
panels side by side and remove the two cap nuts and washers that are
affixed to one panel. Insert the affixed bolts into the open holes on the
adjacent panel, Place the washer over the bolt and screw on cap nut.
Repeat these steps until all four panels are assembled. Then locate
the Reflector Center Cap. You will need to remove the cap nuts and
washers located at the top of each Reflector Panel to allow assembly
of the Center Cap on each panel. Align the holes in the Center Cap
with the bolts on each panel and affix washer and cap nut to
complete assembly.

9



ASSEMBLY

6-2. FOR ITEM 61159 AND 61436

While supporting heater, tilt the Head Assembly (5) and slide the
Reflector (A) over the 3 bolts that extend from the Head Assembly.
Use the 3 MB Wing Nuts (BE) and 3 MB Washers (GG) to secure the
Reflector to the Head Assembly of the heater. Once you have
tightened the Wing Nuts, return the heater to an upright position.

Hardware Used: 3 x EE, Wing Nut MB
3 x GG, Washer MS

7. Connect the hose and regulator to the LP cylinder. The LP cylinder is
sold separately. Use a standard 20 lb. propane cylinder only. Lift the
Tank Housing (C) up and rest it on the top of the assembled Post Supports (H).
Screw Regulator (B) onto Gas Hose (D). Do not cross thread. Hand tighten securely
then tighten with a wrench. Attach Regulator (B) to valve on LP cylinder and
hand tighten securely. Place LP tank onto base of heater
and secure LP Tank on base by hooking Tank Strap (G)
onto the Post Supports (H). Lower the Tank Housing.
NOTE: Use this heater only with a propane
vapor withdrawal supply system. See chapter 5 of
the standard for storage and handling of liquefied
petroleum gas, ANSI/NFPA 58. Your local library or
fire department should have this book.

A
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ASSEMBLY

A minimum supply pressure of .5 psi is required for the purpose of input adjustment of propane gas. Storage of
an appliance indoors is permissible only if the cylinder is disconnected and removed from the appliance. A
cylinder must be stored outdoors in a well-ventilated area out of the reach of children. A disconnected cylinder
must have dust caps tightly installed and must not be stored in a building, garage, or any other enclosed area.
The minimum permissible gas supply pressure of 11 W.C. is required for purpose of hose adjustment. The
minimum hourly of 17,500 BTU is required input rating for a heater for automatic operation rating less than full
input rating.

The pressure regulator and hose assembly supplied with the appliance must be used.

The installation must conform with local codes, or in the absence of local codes, with national fuel gas code, ANSI
Z223.1/NFPA54, natural gas and propane Installation Code, CSA 6149.1, or propane storage and handling code,
6149.2
A dented rusted or damaged propane cylinder may be hazardous and should be checked by your local cylinder
supplier. Never use a propane cylinder with a damaged valve connection.
The propane cylinder must be constructed and marked in accordance with the specifications for LP gas cylinders
of the U.S. Department of Transportation (DOT) or the standard for cylinders, spheres and tubes for
transportation of dangerous goods and commission, CAN/CSA-6339.

The cylinder must have a listed overfilling prevention device.

The cylinder must have a connection device compatible with the connection for the appliance.

The cylinder used must include a collar to protect the cylinder valve.

Never connect an unregulated propane cylinder to the heater.

• Do not store a spare LP-gas cylinder under or near this appliance.
• Never fill the cylinder beyond 80 percent full.
• Place the dust cap on the cylinder valve outlet whenever the cylInder is

not in use. Only install the type of dust cap on the cylinder valve that
is provided with the cylinder valve. Other types of caps or plugs may
result In leakage of propane.

OPERATING INSTRUCTIONS

Leak Test

AWARNING
* Perform all leak tests outdoors.
* Extinguish all open flames.
* NEVERIeak test when smoking.
* Do not use heater until all connections have been leak

tested and show no signs of leakage.

1. Make 2-3 oz. of leak test solution (one part liquid dishwashing detergent and three parts water).
2. Apply several drops of solution where hose attaches to regulator.
3. Apply several drops of solution where regulator connects to cylinder.
4. Make sure all patio heater valves are OFF.
5. Turn cylinder valve ON.

IF BUBBLES APPEAR AT ANY CONNECTION, THERE IS A LEAK.

1. Turn cylinder valve OFF.

2. If leak is detected at hose/regulator connection, tighten connection and perform another leak test. If bubbles continue to

appear, call our customer service hotline at 1-866-985-7877, 9 a.m. — 6 p.m., EST, Monday — Friday.
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OPERATING INSTRUCTIONS

3. If leak is detected at regulator/cylinder valve connection, disconnect, reconnect, and perform another leak
test. If you continue to see bubbles after several attempts, cylinder valve Is defective. Call our customer service
hotline at 1-866-985-7877, 9 a.m. — 6 p.m., EST, Monday — Friday

IF NO BUBBLES APPEAR AT ANY CONNECTION, THE CONNECTIONS ARE SECURE.
Note: Whenever gas connections are loosened or removed, you must perform a complete leak test.

Caution: Do not attempt to operate this appliance until you have read and understand all Safety Information in
this manual and all assembly is complete and leak tests have been performed.

Before Turning Gas SuDplv ON:
1. Your heater was designed and approved for OUTDOOR use only. Do NOT use it inside a building, garage, or
any other enclosed area.
2. Make sure surrounding areas are free of combustible materials, gasoline, and other flammable vapors or
liquids.
3. Ensure that there is no obstruction to air ventilation. Be sure all gas connections are tight and there are no
leaks.
4. Be sure the cylinder cover is clear of debris. Be sure any component removed during assembly or servicing is
replaced and fastened prior to starting.

Before Lighting:
1. Heater should be thoroughly inspected before each use, and by a qualified service person at least annually. If
re-lighting a hot heater, always wait at least 5 minutes.
2. Inspect the hose assembly for evidence of excessive abrasion, cuts, or wear. Suspected areas should be leak
tested. If the hose leaks, it must be replaced prior to operation. Only use the replacement hose assembly
specified by the manufacturer.

lighting:
NOTE: For initial start or after any cylinder change, hold the control knob in for 2 minutes to purge air from all
gas lines before proceeding. NOTE: This heater has an Electronic Ignition and will require installation of 1 — AAA
battery. The battery should be installed by unscrewing the RED IGNITER BU7TQN.
1. Turn the control knob to the “OFF” position.
2. Fully open the LP cylinder valve.
3. Turn the control knob half way between the small flame and the large
flame symbols.
4. Push control knob in and then push the RED Igniter button to ignite the
main burner. Repeat until the burner ignites. Keep the control knob fully
pushed In for an additional 30 seconds after the burner ignites, then
release the control knob.
5. To increase the flame, turn the control knob clockwise toward the large
flame symbol. To decrease the flame, turn the control knob counter
clockwise towards the small flame symbol.
6. To turn the appliance OFF, push down the control knob and turn
clockwise to the OFF position.
7. Wait at least 5 minutes before attempting to re-light the heater.
8. Turn the gas cylinder valve to OFF or closed.
If you experience any ignition problems, please consult “Troubleshooting” on page 15.
Caution: Avoid inhaling fumes emitted from the heater’s first use. Smoke and odor from the burning of oils used in the manufacturing will
appear. Both smoke and odor will dissipate after approximately 30 minutes. The heater should NOT produce thick black smoke.

N IN G: FOR OUTDOOR USE ONLY

A
CARBON MONOXIDE HAZARD

This appliance can produce carbon monolde which has
no odor. Using IL in an enclosed space can killyou.
Never use this appliance in an enciosed space such as a
camper, tent or home.
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OPERATING INSTRUCTIONS

When Heater is ON:
Emitter screen will become bright red due to intense heat. The color is more visible at night. Burner will display
tongues of blue and yellow flame. These flames should not be yellow or produce thick black smoke, indicating an
obstructIon of airflow through the burners. The flame should be blue with straight yellow tops. If excessIve yellow
flame is detected, turn off heater and consult “Troubleshooting” on page 15.

Re-Lighting:
Note: For your safety, control knob cannot be turned OFF without first depressing the control knob and then
rotating to OFF.
1. Turn control knob to OFF.
2. Wait at least 5 mInutes to allow gas to dissipate before re-lighting.
3. Repeat the “Lighting” steps listed on page 12.

AWARNING
FQRYOURSAFEW
Heaterwill be hot after use. Handle with extreme care.

Shut Down:
1. Turn control knob clockwise to OFF while depressing the knob.
(Normally, burner will make a slight popping noise when extinguished).
2. Turn cylinder valve clockwise to OFF and disconnect regulator when heater is not in use.
NOTE: After use, some discoloration of the emitter screen is normal.

Operation Checklist:
For a safe and pleasurable heating experience, perform this check before each use:
Before Operating:
1. I am familiar with entire owner’s manual and understand all precautions noted.
2. All components are properly assembled, intact and operable.
3. No alterations have been made.
4. All gas connections are secure and do not leak.
5. Wind velocity is below 10 mph.
6. Unit will operate at reduced efficiency below 40 degrees F.
7. Heater is for use outdoors (outside any enclosure).
8. There is adequate fresh air ventilation.
9. Heater is away from gasoline or other flammable liquids or vapors.
10. Heater is away from windows, air intake openings, sprinklers and other water sources.
11. Heater is at least 36 in. on top and at least 24 in. on sides from combustible materials.
12. Heater is on a hard and level surface.
13. There are no signs of spider or insect nests in heater orifices.
14. All burner passages are clear.
15. All air circulation passages are clear.
16. children and adults should be alerted to the hazards of high surface temperatures and should stay away to
avoid burns or clothing ignition.
17. Young children should be carefully supervised when they are in the area of the heater.
18. Clothing or other protective material should not be hung from the heater, or placed on or near the heater.
19. Any guard or other protective device removed for servicing the heater must be replaced prior to operating
the heater.
20. Installation and repair should be done by a qualified service person. The heater should be Inspected before
each use and at least annually by a qualified service person.
21. More frequent cleaning may be required as necessary. It is imperative that control compartment burner and
circulating air passageways of the heater be kept clean and free of debris and/or spider or insect nests.
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AWARNING
FORYOUR5AFEW
Be careful when attempting to manually ignite this
heater. Holding In the control knobfor morethan 10
seconds before igniting the gas will cause a ball of flame
upon IgnitIon.
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OPERATXNG INSTRUCTIONS

After Operation:
1. Gas control knob is in OFF position
2. Gas tank valve is OFF.
3. DIsconnect gas line.

CARE AND MAINTENANCE

AWARNING
FOR YOUR SAF ElY
* Do NOTtouch ormove heaterfarat least 45 minutes
after use.
* Reflectoris hot to the touch.
* Allow reflector to coal before touching.

To enjoy years of outstanding performance from your heater, make sure you perform the following maintenance
activities on a regular basis:
Keep exterior surfaces clean.
1. Use soapy water for cleaning. Never use flammable or corrosive cleaning agents.
2. While cleaning your unit, be sure to keep the area around the burner and control compartment dry at all times.
Do not submerge the control valve assembly. If the gas control is submerged in water, do NOT use It. It must be
replaced.
3. Air flow must be unobstructed. Keep controls, burner, and circulating air passageways clean. Signs of possible
blockage include:

• Gas odor with extreme yellow tipping of flame.
• Heater does NOT reach the desired temperature.
• Heater glow is excessively uneven.
• Heater makes popping noise.
• Spiders and insects can nest in burner or orifices. This dangerous condition can damage heater and

render it unsafe for use. Clean burner holes by using a heavy-duty pipe cleaner. Compressed air may help
clear away smaller particles.

• Carbon deposits may create a fire hazard. Clean dome and burner screen with warm soapy water if any
carbon deposits develop.

Note: In a salt-air environment (such as near an ocean), corrosion occurs more quickly than normaL Frequently
check for corroded areas and repair them promptly.

TIP (FOR STAINLESS STEEL MODELS):
Use high-quality automobile wax to help maintain the appearance of your heater. Apply to exterior
surfaces from the post down. DO NOT apply to emitter screen or domes.

Storage:
Between uses:

• Turn control knob OFF.
• Disconnect LP source.
• Store heater upright In an area sheltered from direct contact with inclement weather (such as rain, sleet,

hail, snow, dust and debris).
• If desired, cover heater to protect exterior surfaces and to help prevent build-up In air passages. Never

leave LP cylinder exposed to direct sunlight or excessive heat.
Note: Wait until heater is cool before covering.

Service:
Only a qualified service person should repair gas passages and associated components.

Caution: Always allow heater to cool before attempting service.

14



TROUBLESHOOTING

If you have any questions regarding this product, please call our customer service hotline at 1-866-985-7877,
9a.m. — 6 p.m. (EST), Monday — Friday, or email us at cservIce5welltraveled.net.

Gas valve may be off Turn gas valve ON

Fuel tank may be empty Refill LPG tank

Orifice blocked Clean or replace orifice

Purge air from lines. Open gas
Air in supply system lines and depress control knob

for 2-3 mins.

Loose connection Check all fittings
Use stick lighter to manually

Igniter fails light

Gas pressure low with valve Replace cylinder or regulator
open_full

New cylinder or 1st ignition Purge air from lines
Cylinder valve on, no gas Replace hose/regulator

flow assembly

Pressure is low Replace LPG tank

Tank is low on fuel Fill LPG tank

Low burner flame Gas hose is kinked Check & straighten or replace

Check for obstruction at
Control knob at max passageways and orifices

Carbon on reflector & Clean components as needed
emitter screen

Burner unit Blockage in burner
Thick black smoke assembly--thoroughly clean

burner

PROBLEM POSSIBLE CAUSE CORRECTXVE ACTION

Main burner will
not light

MA Battery behind igniter
button Is dead Replace with a new MA Battery

15



REPLACEMENT PARTS LIST - 61159

For questions regarding this product or to purchase replacement parts, please call our customer service hotline
at 1-866-985-7877, 9a.m. — 6 p.m. (EST), Monday — Friday, or email us at cservlcewelltraveled.net.

PART DESCRIPTION QTY

A Reflector Panel 1 packed in 1
carton

B Head Assembly 1 (packed in 1
inner ctn)

C Tank Housing 1

1 (attached to
D Gas Hose Head

Assembly)
1 (packed with

E Regulator Head
Assembly)

F Post 1

C LPG Tank Strap 1

H Post Supports 3 (packed in 1
inner ctn)

I Weighted Base 1

2 (packed with
J Wheels Head

Assembly)

HARDWARE CONTENTS

AA
Bolt
M8x16
Qty. 3

pre.n.mbkd In has.

EE Wing Nut
118
Qty3

I
M6x16

BB
Bolt

Qty.6 Bolt
pra-.s..mbkd In base 116xa5

Qty. 6

I®
FF Bolt

M6x12 lasher
Lock ,asher
MB Qty.3
Qty. 4

DDzeit
Ms
Qty. 6

HH Washer
116
Qty. 12
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REPLACEMENT PARTS LIST - 61436

For questions regarding this product or to purchase replacement parts, please call our customer service hotline
at 1-866-985-7877, 9a.m. — 6 p.m. (EST), Monday — Friday, or email us at cservicewelltraveled.net.

PART DESCRIPTION QTV
4 pcs panel and

A
Reflector Panel and 1 pc center cap

Center Cap (packed in 2
inner ctns)

B Head Assembly
1 çpacked in 1

inner ctn)

C Tank Housing 1

1 (attached to
D Gas Hose Head

Assembly)
1 (packed with

E Regulator Head
Assembly)

F Post 1

C LPG Tank Strap 1

H Post Supports 3 çpacked in 1
inner ctn)

I Weighted Base 1

2 (packed with
J Wheels Head

Assembly)

HARDWARE CONTENTS

AN
Bolt
M8x16
Qty. 3

PN-.mmbl.d In bin

Wing Nut
MB
Qty.3

cc’
Bolt
M6x35
Qty. 6

FF &it
CCM6z12 Yashar

Lock washer
MG Qty.3
Qty. 4

BB
Bolt
l&6x16
Qty. 6

prr..mbkdTn ban

EE

DD

HH

e
Nut
MB
Qty.6

Washer
MB
Qty. 12
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Distributed By:
Well Traveled Living

716 S 8th Street
Amelia Island, FL 32034
Toll Free: 866-WTL-SUPP

(866-985-7877)

Web: www.wtliving.com
Email: cservice@welltraveled.net

LIFETIME WARRANTY

For the life of the product, all components are warranted against defects in materials and workmanship under normal use. Well
Traveled Living will repair or replace defective parts for the life of the product. This warranty does not cover normal wear and
weathering (on the base, tank housing, pole, burner housing or reflector) nor assembly and/or routine maintenance. All
non-defective product returns sent back to Well Traveled Living must be sent via prepaid freight and in the original retail
packaging.

For warranty service contact Well Traveled Living at the address, phone numbers or internet site and email listed in this
owner’s manual. Be sure to have your sales receipt, date of purchase and catalogue/model numbers available when calling. All
warranty service will be coordinated by the Well Traveled Living’s, Amelia Island, Florida service center.

This warranty is extended only to the original purchaser. Proof of purchase may be required before warranty service is
rendered. The sales receipt is the only valid proof of purchase. This warranty only covers failures due to defects in materials or
workmanship which occur during normal use. Failures and/or damage which result from accident, negligence, misuse, abuse,
neglect, mishandling, alteration or modification, failure to maintain, improper assembly or maintenance, service by
unauthorized agency or use of unauthorized components or damage that is attributable to acts of God are not covered.

***THERE ARE NO EXPRESS WARRANTIES EXCEPT AS LISTED ABOVE**

*flPURCHASER ASSUMES ALL RISKS IN THE ASSEMBLY AND OPERATION OF THIS UNIT***

***FAILURE TO FOLLOW WARNINGS AND OPERATIONAL INSTRUCTIONS CONTAINED IN THIS MANUAL CAN
RESULT IN SEVERE PROPERTY DAMAGE ANDIOR PERSONAL INJURY***

IN NO EVENT WILL WELL TRAVELED LIVING, OR ITS DIRECTORS, OFFICERS OR AGENTS BE LIABLE TO THE
PURCHASER OR ANY THIRD PARTY, WHETHER IN CONTRACT, IN TORT, OR ON ANY OTHER BASIS, FOR ANY
INDIRECT, SPECIAL, PUNITIVE, EXEMPLARY, CONSEQUENTIAL, OR INCIDENTAL LOSS, COST, OR DAMAGE
ARISING OUT OF OR IN CONNECTION WITH THE SALE, MAINTENANCE, USE, OR INABILITY TO USE THE PRODUCT,
EVEN IF WELL TRAVELED LIVING OR ITS DIRECTORS, OFFICERS OR AGENTS HAVE BEEN ADVISED OF THE
POSSIBILITY OF SUCH LOSSES, COSTS OR DAMAGES, OR IF SUCH LOSSES, COSTS, OR DAMAGES ARE
FORESEEABLE. IN NO EVENT WILL WELL TRAVELED LIVING, OR ITS OFFICERS, DIRECTORS, OR AGENTS BE
LIABLE FOR ANY DIRECT LOSSES, COSTS OR DAMAGES THAT EXCEED THE PURCHASE PRICE OF THE
PRODUCT.

SOME JURISDICTIONS DO NOT ALLOW THE EXCLUSION OR LIMITATION OF INCIDENTAL OR CONSEQUENTIAL
DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO THE PURCHASER,

This limited warranty gives you specific legal rights and you may also have other rights which vary from jurisdiction to
jurisdiction. The provisions of the United Nations Convention on Contracts for the Sales of Goods shall not apply to this limited
warranty or the sale of products covered by this limited warranty.

***IMPORTANT NOTICE***
-Do NOT return to place of purchase-

For customer service and warranty Issues
contact our Customer Service Center at:

(866)-985-7877 OR
Email: cservice(&welltraveled.net

Customer Service Hours: Mon. — Fri. 9:00 am. — 6:00 p.m. (EST)

Fire Sense®, Mojave Sun ®, and Well Traveled Living® are registered trademarks of Well Traveled Imports, Inc®. All assembly
instruction presentations are the property of Well Traveled Imports, Jnc.® and are protected by U.S. copyrights and trademarks. All

rights reserved.
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OUTDOOR GAS FIREPLACE

GPFL48 (WITHOUT ENCLOSURE)

GPFL48MHP (WITH ENCLOSURE)

INSTALLER: LEAVE THIS MANUAL WITH THE APPLIANCE.

CONSUMER: RETAIN THIS MANUAL FOR FUTURE REFERENCE.

This gas patio flame must be used only outdoors in a well-ventilated space and must not be used
inside a building, garage, screened-in porch, gazebo or any other enclosed area.

APPLY SERLALNUMSER LABEL FROM CARTON

IIllhIIIIIIllhIIIIIIIIIIIIIIIIIIIlIIIIIIIIIllhIIi
l.rliP No.
z”xzx000000
MODEL NO.

LINEAR PATIOFLAME

DANGER! CARBON MONOXIDE HAZARD

This appliance can produce carbon monoxide, which has no odor. Using it in an
enclosed space can kill you. Never use this appliance in an enclosed space such as a
camper, tent, car or home.

DANGER

IF YOU SMELL GAS:

• Shut off gas to the appliance.

• Extinguish any open flame.

• If odor continues, keep away from the
appliance and immediately call your gas
supplier or fire department.

WARNING! For Outdoor Use Only.

WARNING

Do not try to light this appliance without reading
the “LIGHTING” instructions section of this manual.

Do not store or use gasoline or other flammable
liquids or vapors in the vicinity of this or any other
appliance. An LP. cylinder not connected for
use must not be stored in the vicinity of this or
any other appliance. If the information in these
instructions is not followed exactly, a fire or explosion
may result, causing property damage, personal injury
or death.

1•SIIy

427-0.02-5

Napdecn Appflwic Cap.,
2l4BaØewDr,BflOntaio,Caiada L4N4YS Phme(7)72&427S

Fwc(7t)V5.2564 email: wecare@napoleonproducts.com web site: www.napoleongrills.com
‘SD
9001-2 00 S

N415-0129 MAY 24/li
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NAPOLEON products are designed with superior components and materials, and are
assembled by trained craftsmen who take great pride in their work. Every component has
been thoroughly inspected by a qualified technician before packaging and shipping to
ensure that you, the customer, receive the quality product you expect from NAPOLEON.

Napoleon® Gas Appliance 5 Year Limited Warranty

All stainless steel components (excluding burner screen) of your new NAPOLEON® gas
appliance are warranted against defects for five years.

Components such 35 gas valves, thermocouples, igniters, logs, glass embers and gaskets are
covered and NAPOLEON® will provide replacement parts free of charge during the first year
of limited warranty.

NAPOLEON shall not be liable for any transportation charges, labor costs or export duties.

Conditions And Limitations
NAPOLEON’ warrants its products against manufacturing defects to the original purchaser only. Registering your warranty is not necessary. Simply provide

your proof of purchase along with the model and serial number to make a warranty claim. NAPOLEON’ reserves the right to have its representative inspect

any pwduct or part thereof prior to honouring any warranty claim. Provided that the purchase was made through an authorized NAPO5.EON’ dealer your

heater is subject to the following conditions and tmilations:

This limited warranty applies only while the unit remains at the site of original installation, and only if the unit is installed in Canada or the United States.

This factory warranty is non-transferable and may not be estended whatsoever by any of our representatives.

Installation must be done In accordance with the installation instructions included with the product and all local and national building and fire codes.

This limited warranty does not cover damages caused by misuse; lack of maintenance, accident, alterations, abuse or neglect and parts instated from other

manufacturers will nuflify this warranty.

This limited warranty further does not cover any scratches, dents, corrosion or discolodaig caused by eacessive heat, abrasive and chemical cleaners. mechaniral

breakage of logs and embers.

In the first year only, this warranty estends to the repair or replacement of warranted parts which are defective in material or workmanship provided that the

product has been operated In accordance with the operation instructions and under normal conditions.

After the first year, with respect to the President’s Limited Lifetime Warranty, NAPOLEON’ may, at its discretion, fully discharge all obligations with respect to

this warranty by refunding to the original warranted purchaser the wholesale price ofany warranted but defective parts).

After the first year, NAPOLEON’ will not be responsible for Installation, labour or any other costs or espenses related to the reinstallation of a warranted part.

and such expenses are not covered by this warranty.

Notwithstanding any provisions contained In the President’s LImited Lifetime Warranty, napoleon’s renponnlbility under this warranty is defined as above and It

shall not in any event extend to any Incidental, consequential or indirect damages.

This warranty defines the obligations and liability of NAPOLEON’ with respect to the NAPOLEON’ gas appliance and any other warranties expressed or implied

with respect to this product, its components or accessories are excluded.

This limited warranty dors not cover damages resulting from the use of components not nupplird with the appliance, or the use of fuel other than those specified.

Any damages to appliance due to weather, long periods of dampr,ess, condensation, damaging chemicals c-r cleaners wit not be the responsibility of NA?OLEON.

The b-it of sale or copy wit be required together with a serial number and a model number when making any warranty claims from your authorized dealer. The

warranty registration card must be returned within founeen days to reister the warranty.

NAPOLEON’ reserves the right to have its representative Inspect any produce or part thereof prior to honouring any warranty claim.

www.napoleongrllls.com



WARNING! ForOutdoorUseOnly.

WARNING! Improper installation, adjustment, alteration, service or maintenance can cause injury or
property damage. Read the installation, operating and maintenance instructions thoroughly before installing
or servicing this gas patio flame.

/j\ Safe Operating Practices
• THIS APPLIANCE IS HOT WHEN OPERATING AND CAN CAUSE SEVERE BURNS IF CONTACTED.
• Installation and repair should be done by a qualified service person. The appliance should be inspected

before use and at least annually by a qualified service person. More frequent cleaning may be required
as necessary. It is imperative the control compartment, burners and circulating air passageways of the
appliance be kept clean.

• Do not operate appliance before reading and understanding operating instructions. Failure to operate
appliance according to operating instructions could cause fire or injury.

• Risk of burns. The appliance should be turned off and cooled before servicing.
• Do not install damaged, incomplete or substitute components.
• Young children should be carefully supervised when they are in the vicinity of the appliance. Toddlers,

young children and others may be susceptible to accidental contact burns. A physical barrier is
recommended if there are at risk individuals In the house. To restrict access to an appliance or stove,
install an adjustable safety gate to keep toddlers, young children and other at risk individuals out of
the vicinity and away from hot surfaces.

• Ensure you have incorporated adequate safety measures to protect infants/toddlers from touching hot
surfaces.

• Under no circumstances should this appliance be modified.
• Keep the packaging material out of reach of children and dispose of the material in a safe manner. As with

all plastic bags, these are not toys and should be kept away from children and infants.
• Do not leave appliance unattended when in use.
• For Outdoor use only.
• This appliance must not be used for cooking.
• This unit is not for use with solid fuel.
• Improper installation, adjustment alteration, service, or maintenance can cause injury or property damage.

Read the installation, operating and maintenance instructions thoroughly before installing or servidng this
equipment.

• This appliance shall be used ONLY outdoors in a well-ventilated space and shall NOT be used inside a building,
garage, or any other enclosed area.

• Cylinders must be stored outdoors in a well-ventilated area out of reach of children. Disconnected cylinders
must have threaded valve plugs tightly installed and must not be stored in a building, garage or any other
enclosed area.

• Storage of this appliance indoors Is permissible only if it has been disconnected from its fuel supply
(natural gas line or LP gas cylinder).

• If it is evident there is excessive abrasion or wear, or the hose is cut, it must be replaced prior to the
appliance being put into operation.

• clothing or other flammable materials should not be hung from the appliance, or placed on or near the
appliance.

• Any guard or other protective device removed for servicing the appliance must be replaced prior to
operating the appliance.

• Inspect the fuel supply connection for signs of leakage (including the hose for LP models) before each use
of the appliance.

• The pressure regulator and hose assembly supplied with LP models must be used. Replacement pressure
regulators and hose assemblies must be those specified in this manual.

• The LP gas supply cylinder used with IP models must be constructed and marked in accordance with the
specifications for LP-gas cylinders as required by the U.S. Department of Transportation (DOT) or the Canadian
Transport Commission (CTC).

• The LP gas cylinder supply system must be arranged for vapour withdrawal.
• The LP-gas cylinder used must include a collar to protect the cylinder valve.
• When an LP model is not in use, the LP-gas must be turned off at the supply cylinder.
• To extend the life of your appliance, protect and cover it from the elements when not in use.
• This product must be installed by a licensed plumber or gas fitter when installed within the commonwealth

of Massachusetts.
www.napoleongrills.com
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General Information
This gas appliance is certified under Canadian and American National Standards, ANSI Z21.97-2010 “Standard
for Outdoor Decorative Gas Appliance” and CAN/CGA 2.17-M91 (R2009) “Gas-Fired Appliance for use at High
Altitude” and should be installed to conform with local codes. In absence of local codes, install to the current
CAN/CSA-B149.1 Propane Installation Code In Canada or to the National Fuel Gas Code, ANSI Z223.1 in the
United States.

This appliance should be installed and serviced by a qualified installer to conform with local codes.

Installation practices vary from region to region and it is important to know the specifics that apply to your
area, for example: in Massachusetts State;

• The appliance off valve must be a “T” handle gas cock.

• The flexible connector must not be longer than 36 inches.

The installation must conform with local codes or in the absence of local codes, with the National Fuel Gas
Code ANSI 2223.1/INFPA 54 in the United States or CSA B149.1, Natural and Propane Installation code in
Canada.

The appliance and its individual shut off valve must be disconnected from the gas supply piping system during
any pressure testing of the system at test pressures in excess of 1/2 psig (3.SkPa).

This appliance must be isolated from the gas supply piping system by closing its individual manual shut off
valve during any pressure testing of the gas supply piping system at test pressures equal to or less than
1/2 psig (3.SkPa).

The following clearances to combustible materials must be maintained:

Sides (all around) -24 inches (610mm)

Top -72 inches (1830mm)

• Always keep the appliance area clear and free from
combustible materials, gasoline, and other flammable
vapours and liquids.

• Do not locate appliance where it can get excessively
wet.

• Do not use this appliance if any part has been
under water. Immediately call a qualified service
technician to inspect the unit and to replace any
part of the control system and any gas control,

___________________________________________

which has been underwater.

Getting Started

1. Remove all of the parts from the carton. Use the parts list to ensure all necessary parts are included.

2. Do not destroy packaging until the patio flame has been installed and operates to yoursatisfaction.

3. Choose a location that meets the clearance to combustibles as outlined in the specification section of this
manual. Take into consideration the need for clear and easy access to the on/off valve AFTER the appliance
is installed and connected to the gas supply in order to safely turn off the burner.

4. Most stainless steel parts are supplied with a protective plastic coating that must be removed prior to using
the patio flame.

5. Read and follow all instructions in this manual before installing or servicing this gas patio flame.

If you have any questions about assembly or patio flame operation, or if there are damaged or missing parts
please call our Customer Care Department at 1-866-820-8686 between 9AM and 5 PM (Eastern Standard Time).

NATIONAL
FIREPLACE
INSTITUTE

CERTIFIED
www.nficcrflfied.orgL

We suggest that our gas
hearth products be installed
and serviced by profes
sionals who are certified in
the U.S. by the National
Fireplace institute® (NFl) as
NFl Gas Specialists.

WARNING! This appliance is designed for non-combustible enclosures only, and must be installed and

serviced by a qualified installer to local codes.

www. n a poIeongrIls. corn



Specifications
DIMENSIONS

ENCLOSURE

\ 4 sift t
4(13BmmL1,8.

(302mm)

5

MODEL FUEL

GPFL48N Natural Gas

GPFL4BP Propane Gas

MAX. INPUT Btu!Hr

60, 000

60, 000

MINIMUM CLEARANCE TO COMBUSTiBLES

INCHES MM

Side Walls 24 610

Top of unit to ceiling 72 1630

BURNER BASE

INPUT

Inlet Pressure

GAS INLET PRESSURES

NATURAL PROPANE

7.0” w.c. 11.0 wc.

CENTRE OF PATIOFLAME

MAXIMUM
OVERHANG

72”
(1829mm)

www.napoleongrills.com
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Installation Options
This unit is designed with some unique features that allow for maximum installation flexibility.

The gas supply is shown entering

Ensure

bushing
snaps into
side panel
as shown.

2. The burner unit can be used either with or without the enclosure. Simply lift the unit out of the enclosure
to separate. A second person is required to guide out the gas hose /regulator when removing the burner

unit from the enclosure. The burner unit can be placed directly on combustible surfaces, but the required

clearances to the sides and top must still be maintained.

Two people are required to lift burner unit from enclosure

1. The gas supply to the enclosure can come either from underneath or through the side of the enclosure.

The gas supply is shown entering
the side of the enclosure.

$!$jj
If the gas supply is to be routed through the side of the enclosure remove the (3) screws from the cover plate
so the hole is exposed. Snap the bushing into the side panel to secure the hose in place. Slide the cover plate
over, and reinstall.

the bottom of the enclosure.

•1!

Lift burner unit from enclsoure using handles

‘S...,

www.napcleongfllls.com
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3. The supply can feed either into the side of the burner base, or is fed from below the base. The gas line

needs to be disconnected from the gas valve and reconnected in order to do this. This must be done by
a licensed gas fitter and the connections need to be leak tested according to the leak testing instructions
before using the unit.

The gas supply is shown entering

the bottom of the burner.

The gas supply is shown entering

the side of the burner.

4. The burner unit can be built into a non-combustible enclosure. The control module can be removed from
the burner unit and located up to 12” away from the burner unit. A cap is provided to close the opening in
the side of the burner module. The gas line needs to be disconnected and reconnected in order to do this.
This must be done by a licensed gas fitter and the connections need to be leak tested according to the leak
testing instructions before using the unit

Removing Control Panel

4 x N570-0013

www.napoleongrills.com
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Raise the burner unit by 3/4”
above the enclosure surface
as illustrated.

control panel as shown.

WARN INC! Cabinet frame, cabinet and counter top must be made from non-combustible material.

WARNING! You must have clear and easy access to the on/off valve AFTER the appliance is installed
and connected to the gas supply in order to safely turn off the burner.

WA RN INC! Materials placed around the burner unit will get extremely hot. They must be non-combustible
and must be able to expand and contract without cracking. Raise the burner unit above the enclosure by
(3/4”) to reduce the temperature of the enclosure surface. Tiled cement board is the preferred material.

Insert cap (NS1O-OO12) into end of

,m :t.

‘ 4;- -

www.napoleongrllls.com
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Gas Hook-Up Instructions
WARNING! If these instructions are not followed exactly, a fire causing death or serious injury may
occur.

Propane Cylinder Specifications

A dented or rusty cylinder may be hazardous and should be checked by your propane supplier. Never use a
cylinder with a damaged valve. Use only a propane supply cylinder constructed and marked in accordance with
the specifications for LP-gas cylinders of the National Standard of Canada, CAN/CSA-b339, Cylinders, Spheres
and Tubes for Transportation of Dangerous Goods; and Commission, as applicable or the Specifications for
LP-Gas Cylinders of the U.S. Department of Transportation (D.0.T). This appliance has been designed for use
with a 20 lb. (9.1 kg) or 30 lb (13.6 kg) size propane cylinder only (not supplied).

The propane cylinder must be provided with a cylinder connection device compatible with the connection for
outdoor appliances. The propane cylinder must be provided with a shut-off valve terminating in a propane
cylinder valve type QCC1, and a safety relief device having direct communication with the vapor space of the
cylinder. The cylinder supply system must be arranged for vapor withdrawal and the cylinder shall include a
collar to protect the cylinder valve. The cylinder shall incorporate a listed OPD (overfill protection device). Do
not store a spare LP-gas cylinder under or near this appliance. Never fill the cylinder beyond 80 percent full.

Use only the pressure regulator and hose assembly provided with this appliance. Replacement pressure
regulators and hose assemblies must be specified by the manufacturer. The regulator supplies a pressure of 11 inches. water
column to the appliance and has a QCC1 type fitting. Cylinders to be used with this unit must be supplied with
a QCC1 cylinder valve. A QCC1 cylinder has a positive seating connection, which will not allow gas flow until a
positive seal has been achieved. It is also equipped with an excess flow device. In order to attain full flow to
the appliance, the valve must be in the off position when the cylinder valve is turned on.

WARNING! A fire will result if the gas supply hose makes contact with the underside of the appliance.

LP (Propane) Gas

Attach cylinder retaining bracket supplied to the base of the cylinder. Then secure to the surface to which it
sits. Cylinder should be on a level surface.

Cylinder Retaining Bracket

1. Fasten the bracket to the bottom of the propane bottle using bolt
and nut supplied.

2. Tighten the lag screw into the mounting surface leaving approximately
1/4” of thread above the surface.

3. Slide propane bottle into position so that the bracket slides under
the head of the lag screw.

4. Tighten the lag screw onto the bracket.

5. For fastening to a concrete surce a concrete anchor will be
required. (Not supplied)

Cylinder Connection: Ensure the gas regulator hose is kink
free. Remove the cap or plug from the cylinder fuel valve.
Insert the black QCC1 regulator nipple onto the QCC1 fuel
valve. Hand tighten clockwise. Do not use tools. Leak test
all joints prior to using the appliance. A leak test must be
performed annually and each time a cylinder is hooked up
or if a part of the gas system is replaced.

If this appliance is to be connected directly to a house
propane gas supply line, follow the instructions for the
natural gas hook-up.

wwwnapoleongrllls.com
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CAUTION!

• Make sure cylinder valve is in its full off position. (Turn clockwise to stop).

• Check cylinder valve features to ensure it has proper external mating threads. (Cylinder Valve Marked:
USE WITH TYPE 1)

• Inspect hose shipped with the unit for damage. Never attempt to use damaged or plugged equipment.
See your local U’ Gas Dealer for repairs.

• When connecting regulator assembly to the cylinder valve, hand tighten black QCC1 nut clockwise to a
positive stop. DO NOT use a wrench to tighten. Use of a wrench may damage the quick closing coupling
nut and result in a hazardous condition.

• Locate the hose out of pathways where people may trip over it or in areas where the hose may be subject
to accidental damage.

• Open cylinder valve fully (counter-clockwise). Turn the on/off valve at the unit slowly to the on position
and use a soapy water solution to check all connections for leaks as indicated in the diagrams before
attempting to light the appliance. If a leak is found, turn tank valve off and do not use the appliance until
repairs can be made.

Enclosures For LP (Propane) Gas Supply Systems

If you build an enclosure for an LP gas cylinder, follow these recommended specifications. You must also follow
local codes.

• An enclosure for an LP-gas cylinder shall be ventilated by openings at both the upper and lower levels of
the endosure.

This shall be accomplished by one of the following:

One side of the enclosure shall be completely open;

OR

For an enclosure having four sides, a top, and a bottom:

a) At least two ventilation openings shall be provided in the sidewalls of the enclosure, located within S in (127 mm)
of the top of the enclosure, equally sized, spaced at 180 degrees, and unobstructed. The opening(s) shall have
a total free area of not less than 1 in2 per lb (14.2 cm2 / kg) of stored fuel capacity.

b) Ventilation oçening(s) shall be provided at floor level of the enclosure and shall have a total free area of not
less than 1/2 in per lb (7.1 cm2/ kg) of stored fuel capacity. If ventilation openings at floor level are in a side
wall, there shall be at least two openings. The bottom of the openings shall be 1 in (25.4 mm) or less from the
floor level and the upper edge no more than Sin (127 mm) above the floor level. The openings shall be equally
sized, spaced at 180 degrees, and unobstructed.

c) Every opening shall have minimum dimensions so as to permit the entrance of a 1/8 inch (3.2mm) diameter
rod.

Ventilation openings in sidewalls shall not communicate directly with other enclosures of the appliance.

Cylinder valves shall be readily accessible for hand operation. A door on the enclosure to gain access to the
cylinder valve is acceptable, provided it is non-locking and can be opened without the use of tools. Designs
using a cover to gain access to the cylinder and cylinder valve shall be provided with handles or equivalent at a
minimum of 180 degrees apart to facilitate lifting of the cover.

There shall be a minimum clearance of 2 inches (SOSmm) between the lower surface of the floor of the LP gas
supply cylinder enclosure and the ground.

The design of the enclosure shall be such that (1) the I_p gas supply cylinder(s) can be connected, disconnected
and the connections inspected and tested outside the cylinder enclosure; and (2) those connections which
could be disturbed when installing the cylinder(s) in the enclosure can be leak tested inside the enclosure.

www.napoleongrflls.com
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The enclosure for the LP-gas cylinder shall isolate the cylinder from the burner compartment to provide:

a. Shielding from radiation;

b. A flame barrier; and

c. Protection from foreign material.

Be certain to mount or set the LP gas cylinder on a flat surface and restrain it using the cylinder retaining
bracket to prevent it from tipping.

CYLINDER SIZE

20 lb (9.1 kg)

30 lb (13.6 kg)

OPENING A AREA

20 in2 (130 cm2)

30 in2 (195 cm2)

OPENINGS AREA

10 in2 (65 cm2)

15 in2 (100 cm2)

www.napoleongrllls.com



12

Là
Conversion to Natural Gas

Your patio flame can be easily converted to natural gas by following these steps:

1. Remove glass embers from the tray.

2. Remove the glass tray from the patio flame by removing the (18) screws that hold the tray in place.

3. Carefully lift the glass tray from the patio flame and set aside. Take care not to damage or kink the
thermocouple wire.

WARNING! To avoid the possibility of burns conversions should only be done when the patio flame is
cool. Ensure burner is turned off. Turn gas off at source and disconnect the patio flame before beginning
conversion.

WARNING! Glass embers may have sharp edges wear safety glasses and gloves when handling.

WARN! NC! This conversion must be performed by a licensed gas finer, and all connections must be
leak tested before operating the patio flame.

4. Disconnect the stainless steel flex connector from the orifice using (2) wrenches.

5. Unscrew the propane orifice from the inside of the burner as illustrated.

6. Replace the propane orifice with the natural gas orifice supplied.

Note: The air shutter has been factory set and does not need to be adjusted.

www.napoleangrills.com



7. Reconnect the stainless steel flex connector to the orifice and tighten using (2) wrenches.

8. Place the glass tray over the burner and fasten to the patio flame with the screws removed in step 2.

9. A leak test must be performed according to the leak testing instructions found in the manual.

Natural Gas Hook-Up

The gas appliance is designed to operate at an inlet pressure of 7 inches water column. The piping up to the

13

appliance is the responsibility of the installer. A flexible metal connector
of the unit. Connect the flexible connector to rigid pipe, copper tube or
an approved flexible metal connector, which complies with Z21.4/CSA 6.10.
If using a gas hose (not supplied) connect the flared end of the hose to
the connector on the end of the flex tube as illustrated. Tighten using two
wrenches. (Do not use thread sealer/pipe dope.) Leak test all joints prior
to using the appliance. Piping and valves upstream of the quick disconnect
are not supplied. The gas supply pipe must be sufficiently sized to supply
the BTU/h specified on the rating plate, based on the length of the piping
run. The quick disconnect must not be installed in an upward direction and
a readily accessible manual shut-off valve must be installed upstream of,
and as close to, the quick disconnect as is feasible.

is included to simplify the installation

Purge the gas supply line of any trapped air prior to the first firing of the unit.

- —

WARNING!

• The installation must be performed by a licensed gas fitter, and all connections must be leak tested before
operating the grill.

• Ensure all hose connections are tightened using two wrenches. Do not use Teflon tape or pipe dope on
any hose connection.

• Ensure the hose does not contact any high temperature surfaces or it may melt and leak causing a fire.

• Locate the hose out of pathways where people may trip over it or in areas where the hose may be subject
to accidental damage.

• Leak test all the connections using a soap and water solution as per the leak testing instructions found in
the manual.

www.napoleongrllls.com
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A
a

Finishing
Glass Ember Installadon

1. Carefully pour the glass embers onto the appliance ember tray as shown.

2. Spread the glass embers over the tray and burner. The distribution of clear glass over the burner will

influence flame height.

3. Ensure no glass is placed on the ignition portion of the burner.

WARNING! Glass embers may have sharp edges, wear safety glasses and gloves when handling. Do

not change or substitute the glass ember material provided with this appliance. If replacing, use only

replacement glass embers available from your local authorized dealer! distributor.

WARNING! Glass embers may have a fine oil residue that needs to be cleaned prior to installation.

Clean the glass with mild dish soap, drain, rinse thoroughly and dry before installing.

ENSURE NO GI.ASS IS PlACED ON
DIFFICULTIES IN LIGHTING MAY RESULT.

PORTION OF THE BURNER,

www.napoleongrllls.com
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Leak Testing Instructions

0

Leak testing: This must be done before initial use, annually, and whenever any gas components are replaced
or serviced. Do not smoke while performing this test, and remove all sources of ignition. See Leak Testing Diagram
for areas to check. Turn all burner controls to the off position. Turn gas supply valve on.

Brush a half-and-half solution of liquid soap and water onto all joints and connections of the regulator, hose,
manifolds and valves.

Bubbles will indicate a gas leak. Either tighten the loose joint or have the part replaced with one recommended

by

the Napoleon Customer Care department and have the grill inspected by a certified gas installer.

If the leak cannot be stopped, immediately shut off the gas supply, disconnect it, and have the grill inspected
by a certified gas installer or dealer. Do not use the grill until the leak has been corrected.

WARNING! A leak test must be performed annually, or if a part of the gas system is replaced.

WARNING! Never use an open flame to check for gas leaks. Be certain no sparks or open flames are
in the area while you check for leaks. Sparks or open flames will result in a fire or ecplosion, damage to
property, serious bodily injury, or death.

a ‘ii

DO NOT USE AN OPEN FLAME.

DO NOT USE AN OPEN FLAME.

n

4..

__________

—•—-J —

II II II ——

www.napoleongrllls.com
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Lighting Instructions

Open Cover

WARNING! Never use the appliance when it Is raining. A cover has been provided to protect the burner
and glass embers when not in use. Remove the cover before starting the appliance.

WARNING! Keep face and body away from burner area when lighting.

WARNING! Ensure burner controls are in the off position. Slowly turn on the gas supply valve.

1. Press and hold electronic igniter button (i).

2. Turn the burner control to the high position, press and hold in. When the burner
light5, release the electronic igniter button.

3. Continue to depress the burner control knob for 30 seconds and then release. If the
flame goes out, repeat the procedure.

4. Adjust the flame to the desired height with the burner control knob.

5. If the burner will not light with the electronic igniter, hold a lit long match or lit long
butane lighter to the ignition area of the burner and continue with step 2.

6. To shut down the burner turn the burner control knob clockwise to the off position.
Then turn the gas off at the source (propane cylinder valve or natural gas supply valve).

WARN I NC! The propane cylinder is equipped with an excess flow device. Unless burners are turned
off prior to turning the cylinder on, only small flames and low heat will be achievable.

If lighting the unit with a match, clip the match into the supplied lighting rod.
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Operating The Patio Flame
[WARNIG! Never use this patio flame for other than the intended use. Do not use this appliance to
prepare food.

WARNING! You must have clear and easy access to the on/off valve AFTER the appliance is installed
and connected to the gas supply in order to safely turn off the burner.

Initial Lighting: When lit for the first time, the patio flame emits a slight odor. This is a normal temporary
condition caused by the “burn-in” of internal paints and lubricants used in the manufacturing process and does
not occur again. Simply run the main burner on high for approximately one-half hour.

WARNING!

• Children and adults shou’d be alerted to the hazards of high surface temperatures and should stay away
from the patio flame to avoid burns or clothing ignition.

• Children should be carefully supervised when they are in the area of the patio flame.

• Clothing or other flammable materials should not be hung from the patio flame, or placed on or near
the patio flame. The area above the enclosure may be extremely hot. Direct contact with these metal
surfaces should be avoided in order to prevent burns or clothing ignition.

• Any guard or protective device removed for servicing the patio flame must be replaced prior to operating
the patio flame.

• Installation and repair should be done by a qualified service person. The patio flame should be inspected
before each use and at least annually by a qualified service person. More frequent cleaning may be
required as necessary. It is imperative that the control compartment, burners and circulating air
passageways of the patio flame be kept clean.

WARNING!
• Never use the patio flame while it is raining.

• Always turn the patio flame off when raining.

• Never splash any liquid on the glass embers when the patio flame is operating.

• The glass embers will be extremely hot while operating, never try to touch them.

• Always ensure the patio flame stands firmly on level ground.

• Never use the patio flame if the burner is damaged. Inspect the burner before each use. Ensure that
no debris such as leaves; grass or other objects have entered or are on the patio flame. If the burner is
damaged it must be replaced prior to using the patio flame with a replacement burner specified by your
Napoleon dealer.

• Inspect the hose assembly before each use. If there is evidence of excessive abrasion or wear, or if the
hose is damaged it must be replaced prior to using the patio flame with a replacement hose assembly
specified by your Napoleon dealer

NOTE! The patio flame has been designed with several safety features, which include a safety valve. If
the burner flame is extinguished the patio flame will automatically shut down.

WARNING! Any modification to the patio flame may compromise the safety of this appliance. Special
concern is as follows.

• Do not bypass thermocouple safety.

• Do not operate patio flame if any part has been under water. Immediately call a qualified service technician to
inspect the unit and replace any part of the control system and any gas control, which has been underwater.

www.na poleongril Iscom
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Maintenance / Cleaning Instructions
WARNING! Glass embers may have sharp edges, wear safety glasses and gloves when handling. Do not
change or substitute the glass ember material provided with this appliance. If replacing, use only replacement
glass embers available from your local authorized dealer / distributor.

WARNING! To avoid the possibility of burns, maintenance should be done only when the patio flame
is cool. Avoid unprotected contact with hot surfaces. Ensure burner is turned off. Turn gas off at source and
disconnect the patio flame before servicing. Clean the patio flame in an area where cleaning solutions will
not harm decks, lawns, or patios. Do not use flammable, corrosive or abrasive cleaners.

Ai,t Note: Stainless steel tends to oxidize or stain in the presence of chlorides and sulfides, particularly in coastal
areas and other harsh environments, such as the warm, highly humid atmosphere around pools and hot tubs.
These stains could be perceived as rust but can be easily removed or prevented. To provide stain prevention
and removal, wash all stainless steel surfaces every 3-4 weeks or as often as required with fresh water and/or
stainless steel cleaner.
Control Panel: The control panel text is printed directly on the stainless steel and with proper maintenance
will remain dark and legible. To clean the panel, use only warm soapy water or stainless steel cleaner available
from your Napoleon dealer. Never apply abrasive cleaners on any stainless surfaces, especially the printed portion
of the control panel or the printing will gradually rub off.

WARNING! Hose: Check for abrasions, melting, cuts, and cracks in the hose. If any of these conditions
exist, do not use the patio flame. Have the part replaced by your Napoleon dealer or qualified gas installer.

Cleaning Inside The Patio Flame: While washing your patio flame, be sure to keep the area around the burner
and pilot assembly dry at all times.

WARNING! If the gas control is exposed to water in any way, 00 NOT try to use the patio flame. The
gas control must be replaced.

Burner: The burner is made from heavy waIl 304 stainless steel, but extreme heat and a corrosive environment
can cause surface corrosion to occur. This can be removed with a brass wire brush. Inspect the burner at least
annually for cracks, insect nests, excessive corrosion or any other damage. If the burner is damaged, it must be
replaced with a burner specified by the manufacturer before the appliance is put into operation.

CAUTION! Beware of Spiders.

Spiders and insects are attracted to the smell of propane and natural gas. The burner is equipped with an insect
screen on the air shutter, which reduces the likelihood of insects building nests inside the burner but does not
entirely eliminate the problem. A nest or web can cause the burner to burn with a soft yellow or orange flame or
cause a fire (flashback) at the air shutter underneath the control panel. Other warning signs that may indicate a
problem are:

• Strong or unusual odor coming from the patio flame.

• Continued difficulty or delayed ignition.

• Flame appears either very short or very long.

• Flame only burns part way across the burner.

• Excessive soot building up on the glass embers.

To clean the inside of the burner, it must be removed from the patio flame: Remove the glass embers and
examine the burner. If dirty, clean with a wire brush. Remove the screws that attach the glass ember tray and
the nuts from the bottom of the burner. Slide the burner back and up wards to remove.

Cleaning: Use a flexible venturi tube brush to clean the inside of the burner. Shake any loose debris from the
burner through the gas inlet. Check the burner ports and valve orifices for blockages. Burner ports can close
over time due to debris and corrosion, use an opened paperclip or a drill bit to clean them The ports are easier
to clean if the burner is removed from the patio flame, but it can also be done with the burner installed.

www.napoleongrllls.com
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NORMAL

Cleaning The Outer Patio Flame Surface: Do not use abrasive cleaners or steel wool on any painted, or stainless
steel pads of your Napoleon Patio Flame. Doing so will scratch the finish. Exterior heater surfaces should be
cleaned with warm soapy water. To clean stainless surfaces, use a stainless steel or a non-abrasive cleaner.
Always wipe in the direction of the grain. Over time, stainless steel parts discolor when heated, usually to a
golden or brown hue. This discoloration is normal and does not affect the performance of the patio flame.

WARNING! The patio flame area must be clear and free from combustible materials, gasoline and
other flammable vapors and liquids. Do not obstruct the flow of combustion and ventilation air. Keep the
ventilation opening of the cylinder enclosure free and clear of debris.

www.npoleongrllls.com

Reinstallation: Reverse the procedure to reinstall the burner. Check that the valve enters the burner when
installing. Replace the glass embers. When the appliance is put back in service, check the burner flame pattern
with the image below.

I k
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ABNORMAL



Troubleshooting
Problem Possible Causes Solution

Low heat / Low flame when For propane - improper lighting Ensure lighting procedure is followed carefully.
valve turned to high. procedure. The valve must be in the off position when the

tank valve is turned on. Turn tank on slowly to
allow pressure to equalize. See lighting
instructions.

For natural gas - undersized supply Pipe must be sized according to installation code.
line.

Burners burn with yellow Possible spider web or other debris. Thoroughly clean burner venturi. See general
flame, accompanied by the maintenance instructions.
smell of gas.

Burner will not light with the Dead battery I or installed incor- Replace with heavy duty battery.
Igniter, but will light with a rectly.
match.

Loose electrode wire or switch Check that electrode wire is firmly pushed onto
terminal wires, the terminal on the back of the igniter. Check

that the lead wires from the module to the
ignition switch (if equipped) are firmly pushed
onto their respective terminals.

Improper gap at electrode tip. The gap can be adjusted by bending the tip in or
out. Until a spark Is achieved.

Burner will not stay lit when Knob not being held in long enough. Thermocouple must have time to heat up — hold
control knob is released, the knob in for 30 seconds after the burner lights,

then release

Too windy. Unit will shut down if winds are greater than
10mph (16km/h). Either locate to different area
or use when it is less windy.

Glass or debris in ignition area of Ensure there is no glass or other debris in ignition
the burner preventing area, and that the small hole below the thermo
thermocouple from being fully couple is unobstructed.
engulfed in flame,

Dirty thermocouple or thermocouple Clean the thermocouple and clean the connection
connection, between the valve and thermocouple. Ensure the

connection is properly tightened.

Faulty thermocouple or valve. Replace thermocouple and / or valve.

Humming regulator. Normal occurrence on hot days. This is not a defect. It is caused by internal
vibrations in the regulator and does not affect the
performance or safety of the gas heater.
Humming regulators will not be replaced.

Burner output on “high’ Lack of gas. Check gas level in propane cylinder.
setting is too low, (Rumbling
noise and fluttering blue Supply hose is pinched. Reposition supply hose as necessary.
flame at burner surface.)

Dirty or clogged orifice. Clean burner orifice.

Spider webs or other matter in Clean out venturi tube.
venturi tube.

Ensure lighting procedure is followed carefully. All
Propane regulator in “low flow” valves must be in the off position when the tank
state. valve is turned on. Turn tank on slowly to allow

pressure to equalize. See lighting instructions.

20
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KEEP YOUR RECEIPT AS PROOF OF PURCHASE TO VALIDATE YOUR WARRANTY.

Ordering Replacement Parts
Warranty Informahon

MODEL:

DATE OF PURCHASE:

SERIAL NUMBER:

(Record information here for easy reference)

Before contacting the Customer Care Department, check the NAC Website for more extensive cleaning,
maintenance, troubleshooting and parts replacement instructions at www.napoleongrills.com. Contact
the factory directly for replacement parts and warranty claims. Our Customer Care Department is available
between 9 AM and S PM (Eastern Standard Time) at 1-866-820-8586 or fax at 1-705-727-4282. To process a
claim, we must be provided with the following information:

1. Model and serial number of the unit.

2. Part number and description.

3. A concise description of the problem (‘broken’ is not sufficient).

4. Proof of purchase (photocopy of the invoice).

In some cases the Customer Care Representative could request to have the parts returned to the factory for
inspection before providing replacement parts. These parts must be shipped prepaid to the attention of the
Customer Care Department with the following information enclosed:

1. Model and serial number of the unit.

2. A concise description of the problem (‘broken’ is not sufficient).

3. Proof of purchase (photocopy of the invoice).

4. Return Authorization Number - provided by the Customer Care Representative.

Before contacting customer care, please note that the following items are not covered by the warranty:

• Costs for transportation, brokerage or export duties.

• Labor costs for removal and reinstallation.

• Costs for service calls to diagnose problems.

• Discoloration of stainless steel parts.

• Part failure due to lack of cleaning and maintenance, or use of improper cleaners (oven cleaner).

www.napoleongrills.com
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Parts List

Item Part# Description

mkga glass embers- amber 61b ac

mkgc glass embers - clear 6lb ac

mkgk glass embers - black Elb ac

mkgb glass embers - blue 61b 8C

mkgr glass embers - red SIb ac

x - standard p - propane units only n - natural gas units only ac - accessory

www.napolcongrllls.com
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LENAPOLEONj FAX TO: 705 727 4282

ACCESSORIES & PARTS ORDER FORM
PLEASE PRINT CLEARLY

CONTACT NAME:

SKIP TO:

TEL:_______________________ FAX:_____________________

EMAIL:

VISA OR MASTERCARD If:________________________________ EXPIRY DATE:

SIGNATURE:

QUANTITY PART NUMBER DESCRIPTION

TAXES MAY APPLY
SHIPPING EXTRA

IF CONFIRMATION IS REQUIRED PLEASE INCLUDE A FAX NUMBER OR EMAIL ADDRESS

www.napoleangdlls.com
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rrrrr,

TELECOPIEZ AU: 705 727 4282

BON DE COMMANDE POUR PIECES/ACCESSOIRES

NOM DU CLIENT

ADRESSE:

TÉLÉPHONE:_____________________________ FAX:__________________________

EMAIL:

# VISA OU MASTERCARD:________________________________ DATE D’EXPIRATION:

SIGNATU RE:

QUANTITE NUMERO DE PRODUIT DESCRIPTION

LES TAXES PEUVENT SAPPLIQUER
LES FRAIS DEXPEDITION SUPPLEMENTAIRE

SI VOUS DESIREZ RECEVOIR UNE CONFIRMATION, VEUILLEZ INCLURE UN NUMERO DE
TELÉCOPIEUR OU UNE ADRESSE COURRIEL

www.napcleongrlCls.com


